
 DECLARATION OF PERFORMANCE 
1100-CPR-35 

Product Code: 1100 
 

Declaration of performance in accordance with EU Construction Product Regulation 305/2011 

1.Unique identification code of the product-type: 

Galvanized U Shape Profile for Gypsum Plasterboards 

2. Intended use/es: 

Gympsum Plasterboard profiles are thin profiles used in the connections such as corners, ends of 
plasterboard, partition walls and suspended ceilings systems. Profiles are also used for 

maintaining strength of system in gypsum plaster applications. 

3. Manufacturer 

SAD YAPI ve Profil San. Dış. Tic. Ltd. Şti. 
Organize San. Bölgesi DES San. Sitesi 112. Sok. No:39 Yukarı Dudullu, Ümraniye, İstanbul 

4. System/s of AVCP 

System 4 

5.Harmonised standard  

EN 14353 – Metal beads and feature profiles for use with gypsum plasterboards 

6. Declared performance/s 

 
Essential Characteristics 

 
Performance 

Harmonised technical 
specification 

Reaction to Fire	 A1 

EN 14353 Dangerous Substances	 NPD 
Load Bearing Capacity Passed 
  
 
7. The performance of the product identified above is in conformity with the set of declared performance/s. 
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above. 
 
 
Signed for and on behalf of the manufacturer by:                            on 02.01.2020, İstanbul 
Director of SAD YAPI     
 
 

                                                     
 
 



 DECLARATION OF PERFORMANCE 
1100-A-CPR-36 

Product Code: 1100-A 
 

Declaration of performance in accordance with EU Construction Product Regulation 305/2011 

1.Unique identification code of the product-type: 

Aluminum U Shape Profile for Gypsum Plasterboards 

2. Intended use/es: 

Gympsum Plasterboard profiles are thin profiles used in the connections such as corners, ends of 
plasterboard, partition walls and suspended ceilings systems. Profiles are also used for 

maintaining strength of system in gypsum plaster applications. 

3. Manufacturer 

SAD YAPI ve Profil San. Dış. Tic. Ltd. Şti. 
Organize San. Bölgesi DES San. Sitesi 112. Sok. No:39 Yukarı Dudullu, Ümraniye, İstanbul 

4. System/s of AVCP 

System 4 

5.Harmonised standard  

EN 14353 – Metal beads and feature profiles for use with gypsum plasterboards 

6. Declared performance/s 

 
Essential Characteristics 

 
Performance 

Harmonised technical 
specification 

Reaction to Fire	 A1 

EN 14353 Dangerous Substances	 NPD 
Load Bearing Capacity Passed 
  
 
7. The performance of the product identified above is in conformity with the set of declared performance/s. 
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above. 
 
 
Signed for and on behalf of the manufacturer by:                            on 02.01.2020, İstanbul 
Director of SAD YAPI     
 
 

                                                     
 
 


